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EXECUTIVE SUMMARY 

City of Saskatoon (Client) retained Pinchin West Ltd. (PWL) to conduct limited asbestos-containing 

building materials assessment of Firehall #6 located at Fire Hall #6 Cable Drop Project 3309 Taylor Street 

East, Saskatoon, Saskatchewan. PWL performed the assessment on April 3, 2017. 

The objective of the assessment was to identify specified hazardous building materials in preparation for 

building renovation. The results of this assessment are intended for use with a properly developed scope 

of work and performance specification. 

The assessed area was limited to the Study, Compressor Room, Men’s washroom and the Training room.   

SUMMARY OF FINDINGS 

Asbestos: Asbestos-containing materials were not identified in the assessed areas.   

SUMMARY OF RECOMMENDATIONS  

Provide this report and the detailed plans to the contractor prior to bidding or commencing work.   

 

This Executive Summary is subject to the same standard limitations as contained in the report and must 
be read in conjunction with the entire report. 
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1.0 INTRODUCTION AND SCOPE  

City of Saskatoon (Client) retained Pinchin West Ltd. (PWL) to conduct a hazardous building materials 

assessment of Firehall #6, located at Fire Hall #6 Cable Drop Project 3309 Taylor Street East, Saskatoon, 

Saskatchewan.  

Paul Farago, B.A.Sc., P.Eng. performed the assessment on April 3, 2017. The surveyor was 

accompanied by Les Severson from the City of Saskatoon during the assessment. The building was 

occupied at the time of the assessment. 

The objective of the assessment was to identify specified asbestos-containing building materials in 

preparation for building renovation. This assessment is intended to be used for pre-construction purposes 

only, and may not provide sufficient detail for long term management of hazardous materials as required 

by Health and Safety regulations. The results of this assessment are intended for use with a properly 

developed scope of work and performance specification. 

1.1 Scope of Assessment 

The assessment was performed to establish the location and type of asbestos building materials 

incorporated in the structure(s) and its finishes. The assessed area was limited to the Study, Compressor 

Room, Men’s washroom and the Training room. The extent of the assessed area was defined by the 

Client and is shown on the appended drawings.  

2.0 BACKGROUND INFORMATION 

Building Description Item Details 

Building Use Fire Hall 

Floor Level Assessed Main floor area  

Total Area of Assessed area 
of Building (Square Feet) 

100 square feet at ceiling area between Men’s Washroom and Training 
Room 

100 square feet of concrete block wall that separates the Compressor 
Room (Location 118) and the Study Room (Location 119) 

Year of 
Construction/Significant 
Additions/Renovations (area 
assessed)  

Circa 1970’s 

Structure Structural steel, concrete 

Exterior Cladding Brick Veneer 
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Building Description Item Details 

HVAC Rooftop AC, Boiler and hot water heating to radiators 

Roof No Access  

Flooring Concrete, carpet, ceramic tiles 

Interior Walls Drywall, concrete block,  

Ceilings Drywall, acoustic ceiling tiles 

2.1 Existing Reports 

PWL was provided, and instructed to rely upon, the following existing reports: 

 Fire Hall #6 – Asbestos Registry Report, Bersch & Associates Ltd., Dated July 25, 2013. 

No existing reports were provided for reference. 

3.0 FINDINGS 

3.1 Asbestos 

3.1.1 Suspect Building Materials Not Found 

The following types of building materials may historically contain asbestos but were not observed in the 

assessed area of the building and are not discussed in the report findings: 

 Spray-applied fireproofing or thermal insulation 

 Texture finishes (acoustic/decorative) 

 Pipe insulation 

 Duct insulation 

 Mechanical equipment insulation 

 Drywall joint compound 

3.1.1.1 Pipe Insulation 

Pipes are insulated with fibreglass, or other non-asbestos insulation such as mineral fibre or elastomeric 

foam insulation.  
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3.1.1.2 Duct Insulation 

Ducts are not insulated. 

 

Photo 1: Un-insulated metal duct, structural steel, and metal 
roof decking above acoustic ceiling tiles in Men’s Washroom 

(Location 105) 

 

Photo 2: Un-insulated metal duct with no mastic above 
acoustic ceiling tiles in Men’s Washroom (Location 105). 

 

3.1.2 Vermiculite 

Destructive testing was conducted of masonry block walls. The masonry block wall, between the Study 

(Location 119) and the Compressor Room (Location 118), was penetrated in one location, loose fill 

vermiculite is not present. The location of destructive testing are indicated on the drawings in Appendix I. 

 

Photo 3: Intrusive hole in concrete block wall that separates 
the Compressor Room (Location 118) and the Study Room 

(Location 119).  No insulation was found. 

 

Photo 4: Compressor Room (Location 118) on left and the 
Study Room (Location 119) on the right. 
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3.1.3 Acoustic Ceiling Tiles 

All ceiling tiles are presumed to be non-asbestos based on the date of manufacture determined from the 

date stamp applied to the top of the tiles or the age of the materials determined from the age of the 

building or the renovation. The tiles were manufactured after asbestos stopped being used in acoustic 

ceiling tiles.  

 

Photo 5: Acoustic Ceiling Tiles, 24”x48” Pinhole and Fissure 
(Non-asbestos containing Date Stamp 02/08/16), Men’s 

Washroom (Location 105) 

 

Photo 6: Acoustic Ceiling Tiles, 24”x48” Pinhole and Fissure 
(Non-asbestos containing Date Stamp 02/08/16), Men’s 

Washroom (Location 105) 

3.1.4 Presumed Asbestos Materials 

A number of materials which might contain asbestos were not sampled during the assessment due to 

limitations in scope and methodology. Where present, these materials must be presumed to be an 

asbestos material and are best sampled during project planning and preparation of contract documents 

for their removal. Materials presumed to contain asbestos are listed in the Methodology. 

4.0 RECOMMENDATIONS 

Provide this report and the detailed plans to the contractor prior to bidding or commencing work..   

  



 
Limited Asbestos Building Materials Assessment April 4, 2017 
Fire Hall #6 Cable Drop Project 
3309 Taylor Street East, Saskatoon, Saskatchewan 

PWL File:  7141AO-002r02 

City of Saskatoon FINAL 

 

© 2017 Pinchin West Ltd.  Page 5 of 6  

5.0 LIMITATIONS 

Specific limitations related to the legal and financial and limitations to the scope of the current work are 

outlined in our proposal, the attached Methodology and the Authorization to Proceed which accompanied 

the proposal. 

The work performed by PWL was conducted in accordance with generally accepted engineering or 

scientific practices current in this geographical area at the time the work was performed. No warranty is 

either expressed or implied by furnishing written reports or findings. The Client acknowledges that 

subsurface and concealed conditions may vary from those encountered or inspected. PWL can only 

comment on the environmental conditions observed on the date(s) the survey is performed. The work is 

limited to those materials or areas of concern identified by the Client or outlined in our proposal. Other 

areas of concern may exist but were not investigated within the scope of this assignment. 

PWL makes no other representations whatsoever, including those concerning the legal significance of its 

findings or as to other legal matters touched on in this report, including, but not limited to, ownership of 

any property, or the application of any law to the facts set forth herein. With respect to regulatory 

compliance issue, regulatory statutes are subject to interpretation and these interpretations may change 

over time. PWL accepts no responsibility for consequential financial effects on transactions or property 

values, or requirements for follow-up actions and costs. 

The liability of PWL or our officers, directors, shareholders or staff will be limited to the lesser of the fees 

paid or actual damages incurred by the Client. PWL will not be responsible for any consequential or 

indirect damages. PWL will only be liable for damages resulting from the negligence of PWL. PWL will not 

be liable for any losses or damage if the Client has failed, within a period of two years following the date 

upon which the claim is discovered (Claim Period), to commence legal proceedings against PWL to 

recover such losses or damage unless the laws of the jurisdiction which governs the Claim Period which 

is applicable to such claim provides that the applicable Claim Period is greater than two years and cannot 

be abridged by the contract between the Client and PWL, in which case the Claim Period shall be 

deemed to be extended by the shortest additional period which results in this provision being legally 

enforceable. 

Information provided by PWL is intended for Client use only. PWL will not provide results or information to 

any party unless disclosure by PWL is required by law. Any use by a third party of reports or documents 

authored by PWL or any reliance by a third party on or decisions made by a third party based on the 

findings described in said documents, is the sole responsibility of such third parties. PWL accepts no 

responsibility for damages suffered by any third party as a result of decisions made or actions conducted. 

No other warranties are implied or expressed.  
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6.0 REFERENCES 

The following legislation and documents were referenced in completing the assessment and this report:  

1. Occupational Health and Safety Regulations, Saskatchewan Labour, (O-1.1 Reg 1). 

2. The Hazardous Substances and Waste Dangerous Goods Regulations, Environmental 

Management and Protection Act, Saskatchewan Environment, 1989. 

3. Halocarbon Control Regulations, Saskatchewan Environment, 2005. 

4. PCB Regulations, SOR/2008-273, Canadian Environmental Protection Act. 

5. Surface Coating Materials Regulations, SOR/2005-109, Hazardous Products Act.  

6. Transportation of Dangerous Goods Regulations SOR/2008-34, Transportation of 

Dangerous Goods Act. 

7. Mould Guidelines for the Canadian Construction Industry, Standard Construction 

Document CCA 82 – 2004, Canadian Construction Association. 

8. Saskatchewan Asbestos Abatement Manual, Guidelines for Asbestos Processes in 

Building Demolition and Renovation, 2016. 
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